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Introduction

Digicorder is a programmer with magnetic
core storage, which, when connected to

an IME 86s electronic desk calculator, will
control calculation automatically step-by-step.
Digicorder permits full use of the speed,

the silence, and the advanced computing
features of the electronic calculator, in
conditions of complete accuracy and with the
elimination of the possibility of error by

the operator.

The Digicorder can store function instructions
and constant numbers, this latter feature
increases considerably the computing
potential of the calculator by releasing its
storage registers from the need to hold
constants.

The magnetic memory system of the
Digicorder is divided into eight zones, each
having a capacity of 64 program steps. The
selection of the appropriate program zone
is made through a series of eight keys,
located at the front of the Digicorder. Longer
programs, up to a maximum of 512 steps,
can be stored by using contiguous zones.

The input of programs can be carried out
manually by the operator, or automatically by
means of edge-punched cards. Manual
programming is effected directly through the
keyboard of the IME 86s, automatic program
input is carried out by feeding edge-punched
cards into a slot at the side of the

Digicorder, from whence they are picked up
and automatically carried past an optical
reading device incorporated in the Digicorder.

Each edge-punched card has a capacity of
64 steps. For programs longer than this, it is,
of course, necessary to use more than one
card, these can be joined together in a
continuous strip, if required. The edge-punched
cards thus constitute an ideal means of
building up a library of programs.

The Digicorder can take logical decisions, for
example, the ending of a calculation

involving successive approximations when
the last term in a series has a value less

than a predetermined amount, or to control
conditional or unconditional jumps. Typical
examples of these operations will be found
in the pages that follow.

Einleitung

Der Digicorder ist ein Programmiergerét
mit Ringkernspeicher. Zusammen mit dem
elektronischen Tischrechner IME 86s
ermdglicht er den automatischen Ablauf
von Rechenvorgéangen. Die wesentlichen
Vorteile dieses programmierten Rechnens
sind: hohe Geschwindigkeit und Leistung,
hohe Sicherheit, da Bedienungsfehler
weitgehend ausgeschlossen sind.

Der Digicorder kann Funktionsbefehle und
konstante Zahlen speichern.

Die Akkumulationsspeicher der IME 86s
werden daher fir konstante Werte nicht
bendtigt.

Der Ringkernspeicher des Digicorders ist

in acht Zonen aufgeteilt, wobei jede eine
Kapazitat von 64 Programmschritten hat.

Im Bedienungsfeld des Digicorders

befinden sich acht Tasten, die zur Anwahl
der gewlinschten zone bestimmt sind.
Programme mit mehr als 64 Schritten, bis
maximal 512 Schritte, kbnnen in mehreren
aufeinanderfolgenden Zonen gespeichert
werden.

Die Programmierung kann manuell oder
durch Lochkarten erfolgen. Das manuelle
Programmieren erfolgt direkt iiber die Tastatur
der IME 86s. Fir die automatische
Programmierung ist im Digicorder ein
optischer Lochkartenleser eingebaut.

Eine Lochkarte kann 64 Schritte speichern;
langere Programme kdnnen auf mehreren
Karten festgehalten werden. Die Lochkarten
eignen sich ideal fir die Archivierung
von Programmen.

Der Digicorder kann logische Entscheidungen
treffen, z.B. bei einer Berechnung nach

einem Naherungsverfahren, den Vorgang
abschliessen, sobald eine vorgeschriebene
Genauigkeit erreicht ist. Naheres siehe

in den Beispielen.







